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Erwin & Paula Uihlein Residence: Built 1914 Joseph E. Uihlein Residence: Built 1907 
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(9) “New additions, exterior alterations, or related 
new construction shall not destroy historic 
materials that characterize the property. The new 
work shall be differentiated from the old and shall 

be compatible with the massing, size, scale, and 
architectural features to protect the historic 
integrity of the property and its environment.”  
 
(10) “New additions and adjacent or related new 

construction shall be undertaken in such a manner 
that if removed in the future, the essential form and 
integrity of the historic property and its 
environment would be unimpaired.”  

 
•Related new construction – including buildings, 
driveways, parking lots, landscape improvements 
and other new features – must not alter the 
historic character of a property. A property’s 
historic function must be evident even if there is a 
change of use. 
• 
The location of new construction should be 
considered carefully in order to follow the 
setbacks of historic buildings and to avoid 
blocking their primary elevations. New 
construction should be placed away from or at 
the side or rear of historic buildings and must 
avoid obscuring, damaging, or destroying 
character-defining features of these buildings or 
the site.  
• 
Protecting the historic setting and context of a 
property, including the degree of open space and 
building density, must always be considered when 
planning new construction on an historic site This 
entails identifying the formal or informal 
arrangements of buildings on the site, and 
whether they have a distinctive urban, suburban, 
or rural character. For example, a historic building 
traditionally surrounded by open space must not 
be crowded with dense development.  
• 
In properties with multiple historic buildings, the 
historic relationship between buildings must also 
be protected. Contributing buildings must not be 
isolated from one another by the insertion of new 
construction.  
• 
As with new additions, the massing, size, scale, 
and architectural features of new construction on 
the site of a historic building must be compatible 
with those of the historic building. When visible 
and in close proximity to historic buildings, the 
new construction must be subordinate to these 
buildings. New construction should also be 
distinct from the old and must not attempt to 
replicate historic buildings elsewhere on site and 
to avoid creating a false sense of historic 
development.  
• 
The limitations on the size, scale, and design of 
new construction may be less critical the farther 
it is located from historic buildings.  
• 
As with additions, maximizing the advantage of 
existing site conditions, such as wooded areas or 
drops in grade, that limit visibility is highly 
recommended.  
• 
Historic landscapes and significant viewsheds 
must be preserved. Also, significant archeological 
resources should be taken into account when 
evaluating the placement of new construction, 
and, as appropriate, mitigation measures should 
be implemented if the archeological resources 
will be disturbed.  
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1,045 sq ft
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LOT COVERAGE
PRIMARY RESIDENCE  5,646 S.F.
CARETAKER'S COTTAGE     873 S.F.
STABLE        822 S.F.
TOTAL     7,341 S.F.

LOT SIZE: 65,158 S.F.
7,341 / 65,158  =
  11.26% LOT COVERAGE RATIO.

BUILDING SQUARE FOOTAGE
PRIMARY RESIDENCE  
 LOWER LEVEL  4,733  
 FIRST FLOOR  5,646
 SECOND FLOOR 5,314
 THIRD FLOOR  5,314          _
 TOTAL:          21,007 S.F.

CARETAKER'S COTTAGE  
 FIRST FLOOR     725
 SECOND FLOOR    631  _ 
 TOTAL:            1,356 S.F.

STABLE     
 LOWER LEVEL     826
 FIRST FLOOR     826
         SECOND FLOOR            826           _
 TOTAL:   2,478 S.F.

HISTORIC TOTAL
SQUARE FOOTAGE:          24,841
20% ADDITION LIMITATION:          4,968  _

JULY 1984 TOTAL
SQUARE FOOTAGE:                     26,974

50% TOTAL
NEW CONSTRUCTION LIMIT:      13,487 S.F.

S C A L E :  1 / 3 2 "  =  1 ' - 0 "

S I T E   C A L C S

N
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PHASE I
CONSERVATORY

AREA

S C A L E :  1 / 3 2 "  =  1 ' - 0 "

O P T I O N  C

S Q U A R E   F O O T A G E
T O T A L S

CONSERVATORY
ACCESSORY BLDG 
GARAGE & SPA 

TOTAL:  

2,817
 772

3,227

6,816 S.F.

PHASE 1 TOTAL: 4,894 S.F.
4,968 MAX S.F. ALLOWED FOR PHASE 1

N
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COMMERCIAL 

3 3 1 9  N  L A K E  D R I V E  A D D I T I O N 0 2 . 2 1 . 2 0 2 2

SD801
A E R I A L

ROOF OPTION 'A'



G     A     L     B     R     A     I     T     H             C     A     R     N     A     H     A     N             A     R     C     H     I     T     E     C     T     S 



G     A     L     B     R     A     I     T     H             C     A     R     N     A     H     A     N             A     R     C     H     I     T     E     C     T     S 



G     A     L     B     R     A     I     T     H             C     A     R     N     A     H     A     N             A     R     C     H     I     T     E     C     T     S 

COMMERCIAL 

21.30

A200

DATEDRAWING ISSUE

6404 West North Avenue
Milwaukee, Wisconsin  53213

(414) 291-0772  phone
www.galbraithcarnahan.com

CONSULTANTS:

04.08.2022HISTORIC PRESERVATION
COMMISSION

PROJECT #

ELEVATIONS

O
U

T
B

U
I

L
D

I
N

G
3

3
1

9
 
N

O
R

T
H

 
L

A
K

E
 
D

R
I

V
E

,
 
M

I
L

W
A

U
K

E
E

 
W

I
 
5

3
2

1
1

GA LBRA ITH   CA R NA HA N
A R C H I T E C T S    L L C

©  2022

NOT FOR CONSTRUCTION

SCALE: 1:0.69

1 NORTH ELEVATION
A200

SCALE: 1:0.69

2 NORTH ELEVATION_TREES
A200

6" LIMESTONE CAP.

COPPER FLASHING.

SLATE ROOFING.

6" HALF ROUND
COPPER GUTTER
AND 4" DIA.
COPPER
DOWNSPOUT.

6" LIMESTONE
HORIZONTAL
BANDING.

DARK COLORED
STANDARD BRICK
WITH FLEMISH
BOND PATTERN.

8" LIMESTONE
BASE.

STAINED SOLID CORE
WOOD DOOR WITH
BLACK HARDWARE.

THERMALLY BROKEN STEEL
GLAZING SYSTEM.

NEW LIMESTONE CAP TO
MATCH EXISTING.

NEW LIMESTONE BASE TO
MATCH EXISTING.

NEW 'RED' BRICK TO MATCH
EXISTING WITH RUNNING

BOND PATTERN.

GRAPHIC SCALE

0 5' 10' 20'

GRAPHIC SCALE

0 5' 10' 20'

+/- 136'-4"
T.O. EXISTING ROOF

+121'-8 3/4"
T.O. GABLE ROOF

+118'-9 1/4"
T.O. CONSERVATORY

+104'-9" [V.I.F.]
T.O. CAP

+100'-0"
FIRST FLOOR

EXISTING ADDITION

12"

12"

12"
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SCALE: 1:1.04

1 EAST ELEVATION
A201

SCALE: 1:1.04

2 EAST ELEVATION
A201

6" LIMESTONE CAP.

COPPER FLASHING.

SLATE ROOFING.

DARK COLORED STANDARD
BRICK WITH FLEMISH BOND

PATTERN.

8" LIMESTONE BASE.

6" LIMESTONE HORIZONTAL
BANDING.

STAINED SOLID CORE WOOD
DOOR WITH FULL LITE WITH

LIMESTONE CASING.

6" HALF ROUND COPPER
GUTTER AND 4" DIA. COPPER

DOWNSPOUT.

THERMALLY INSULATED STEEL
WINDOW WITH LIMESTONE

CASING.

BRICK CHIMNEY.

SLIDING DOOR SYSTEM.

THERMALLY BROKEN STEEL
GLAZING SYSTEM.

NHIA FIND OUT WHAT THIS
TRUSS PROFILE IS AND LABEL
IT!

CUSTOM CARRIAGE DOORS
WITH LIMESTONE CASING.

THERMALLY INSULATED STEEL
WINDOW WITH LIMESTONE
CASING.

AUTOMATIC STEEL ACCESS
GATE.

WOOD BURNING FIREPLACE.

GRAPHIC SCALE
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GRAPHIC SCALE

0 5' 10' 20'

+121'-8 3/4"
T.O. GABLE ROOF

+112'-2"
T.O. STONE

+109'-7 1/4"
B.O. CONSERVATORY

+118'-9 1/4"
T.O. CONSERVATORY

+121'-7"
T.O. ROOF

+111'-0"
T.O. WALL

+105'-8"
T.O. WALL

+109'-2"
T.O. STONE

12"
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12"

12"
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12"

12"

+104'-9" [V.I.F.]
T.O. CAP
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SCALE: 1:0.94

1 SOUTH ELEVATION
A202

SCALE: 1:0.94

2 SOUTH ELEVATION
A202

6" LIMESTONE CAP.

COPPER FLASHING.

SLATE ROOFING.

6" HALF ROUND
COPPER GUTTER

AND 4" DIA.
COPPER

DOWNSPOUT.

DARK COLORED
STANDARD BRICK

WITH FLEMISH
BOND PATTERN.

8" LIMESTONE
BASE.

THERMALLY BROKEN STEEL
GLAZING SYSTEM.

NEW LIMESTONE CAP TO
MATCH EXISTING.

NEW LIMESTONE BASE TO
MATCH EXISTING.

NEW 'RED' BRICK TO MATCH
EXISTING WITH RUNNING
BOND PATTERN.

GRAPHIC SCALE

0 5' 10' 20'

GRAPHIC SCALE

0 5' 10' 20'

+/- 121'-8 3/4" [V.I.F.]
T.O. EXISTING ROOF

+121'-8 3/4"
T.O. GABLE ROOF

+118'-9 1/4"
T.O. CONSERVATORY
BEARING

+104'-9" [V.I.F.]
T.O. CAP

+100'-0"
FIRST FLOOR

EXISTINGADDITION
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SCALE: 1:0.94

1 WEST ELEVATION
A203

SCALE: 1:0.94

2 WEST ELEVATION
A203

6" LIMESTONE CAP.

COPPER FLASHING.

SLATE ROOFING.

DARK COLORED STANDARD
BRICK WITH FLEMISH BOND
PATTERN.

8" LIMESTONE BASE.

6" LIMESTONE HORIZONTAL
BANDING.

6" HALF ROUND COPPER
GUTTER AND 4" DIA. COPPER
DOWNSPOUT.

THERMALLY INSULATED STEEL
WINDOW WITH LIMESTONE
CASING.

BRICK CHIMNEY.

THERMALLY BROKEN STEEL
GLAZING SYSTEM.

NHIA FIND OUT WHAT THIS
TRUSS PROFILE IS AND LABEL

IT!

CUSTOM CARRIAGE DOORS
WITH LIMESTONE CASING.

THERMALLY INSULATED STEEL
WINDOW WITH LIMESTONE

CASING.

AUTOMATIC STEEL ACCESS
GATE.

GRAPHIC SCALE
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GRAPHIC SCALE

0 5' 10' 20'

+121'-8 3/4"
T.O. GABLE ROOF

+112'-2"
T.O. STONE

+109'-7 1/4"
B.O. CONSERVATORY

+118'-9 1/4"
T.O. CONSERVATORY

+121'-7"
T.O. ROOF

+111'-0"
T.O. WALL

+105'-8"
T.O. WALL

+109'-2"
T.O. STONE
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SCALE: 1:1.76

1 NORTH/SOUTH SECTION
A300

SCALE: 1:1.76

2 NORTH/SOUTH SECTION
A300

EAST HARTFORD AVENUE

EAST HARTFORD AVENUE

GRAPHIC SCALE
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GRAPHIC SCALE
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