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TREE GRATE EXISTING 

BIKE RACK

TREE GRATE REMOVAL OF EXISTING TREE 

GRATE.

REPLACEMENT WITH NEW 

IRON TREE GRATE, 

EXISTING STREET LIGHT
EXISTING FIRE 

HYDRANT

EXISTING STREET LIGHT

STREET CAR CABLE POST

PARKING METER

1
2

' -
 8

 1
/2

"

PROPOSED LOCATION OF ICE MELT SLAB.

SOUTH AND EAST BLDG. PERIMETER

M
A

IN
 E

N
T

R
A

N
C

E

3
' -

 0
"

REMOVAL OF DETERIORIATED HARDWOOD SILLS.

PROPOSED NEW GRANITE SILLS AT GROUND 

LEVEL, TYP

REMOVAL OF DETERIORATED 

SANDSTONE AND REPLACEMENT 

DUTCHMAN SANDSTONE AT BASE FROM 

GROUND LEVEL TO JOINT AT APPROX. 

50" AFF.,TYP.

SEE ELEVATIONS FOR REGIONS

E MICHIGAN ST.

N
 M

IL
W

A
U

K
E

E
 S

T
.

REMOVAL OF EXISTING 4'-0" WALK SLAB.

PROPOSED LOCATION OF ICE MELT MAT IN 

NEW CONCRETE SLABS

HATCHED AREA

DENOTES RENOVATED

CORNICE WORK AT BUILDING 

PERIMETER, SOUTH AND EAST

REMOVE AND DEMOLISH

EXISTING SHEET METAL

OVER SOLID WOOD DECK, TYP.

EXISTING EPDM ROOFING SYSTEM.  NO STAGING ON ROOFTOP.

NO DRAINAGE FROM CORNICE TO ROOFTOP
BRICK PARAPET METAL 

COPING, NO WORK.

EXISTING PAINTED GALVANIZED

SHEET METAL REMOVED AND 

DEMOLISHED.

NEW LEAD-COATED COPPER 

CORNICE SHEATHING SYSTEM.

ALL FORMED SHEET METAL 

SHALL BE PAINTED TO MATCH 

EXISTING, TYP.
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A111

EXTERIOR PLANS -
GROUND LEVEL,
ROOF

McGeoch Building, LLC

06/11/2019

18-114.01

McGeoch Building
Exterior Renovation

SCALE: 1/8" = 1'-0"A111

1 GROUND LEVEL - AREA OF RENOVATION

SCALE: 1/16" = 1'-0"A111

2 ROOF PLAN  W/AREA OF RENOVATED CORNICE

No. Date Description



1 FIRST FLOOR -
EXISTING

0"

Second Floor
15' - 5"

7 ROOF
87' - 3"

01 LOWER LEVEL -
EXISTING

-3' - 11"

Third Floor
30' - 10"

Fourth Floor
44' - 3"

FIFTH FLOOR
57' - 8"

SIXTH FLOOR
71' - 1"

HATCHING DENOTES AREA 
OF CORNICE RENOVATION

BRICK PARAPET, 
NO WORK

3 1/2" EXISTING CURB

AREAS DENOTE ALLOWABLE AREAS FOR SCAFFOLDING TIE-
BACKS. NOT ALL OF THESE AREAS ARE REQUIRED TO BE 

UTILIZED. THESE AREAS AVOID THE DECORATIVE TERRA COTTA.

AREAS DENOTE ALLOWABLE AREAS FOR SCAFFOLDING TIE-
BACKS. NOT ALL OF THESE AREAS ARE REQUIRED TO BE 

UTILIZED. THESE AREAS AVOID THE DECORATIVE TERRA COTTA.

DETERIORATED 
LIMESTONE 

REMOVED, 
REPLACED WITH 
NEW DUTCHMAN 
SANDSTONE, 

TYP.

DETERIORATED 
SANDSTONE 

REMOVED,  
REPLACED WITH  
NEW DUTCHMAN 

BEREA 

SANDSTONE, TO 
MATCH, TYP.

ALL METAL 
(FRAMES, GRATES) 

SHALL BE CLEANED,
REPAINTED TO 
MATCH EXISTING, 
TYP.

STAIRS, RAILINGS, CLEANED AND PAINTED 
TO MATCH EXISTING, TYP.

REMOVAL OF EXISTING DETERIORATED HARDWOOD SILLS.
REPLACEMENT WITH NEW GRANITE SILLS, PROFILE TO MATCH EXISTING, TYP.

INSULATED GLAZING 
UNITS SHALL BE 

INSPECTED.
REPLACEMENT OF ALL 
IGUs FOUND WITH 
BROKEN SEALS. 

SHALL MATCH 
EXISTING. TYP.

REMOVAL OF DETERIORATED SILLS.
REPLACEMENT WITH HARDWOOD COVERED WITH 

FORMED SHEET METAL (LLC), PAINTED, TYP.
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A201

EXTERIOR
ELEVATIONS

McGeoch Building, LLC

06/11/2019

18-114.01

McGeoch Building
Exterior Renovation

SCALE: 1/8" = 1'-0"A201

1 SOUTH EXTERIOR ELEVATION

No. Date Description



7 ROOF
87' - 3"

HATCHING DENOTES 
AREA OF CORNICE 
RENOVATION

F
.V

.

BRICK PARAPET, 
NO WORK

INSULATED GLAZING UNITS 
SHALL BE INSPECTED.
REPLACEMENT OF ALL IGUs 
FOUND WITH BROKEN 
SEALS. SHALL MATCH 
EXISTING. TYP.

1 FIRST FLOOR -
EXISTING

0"

Second Floor
15' - 5"

01 LOWER LEVEL -
EXISTING

-3' - 11"

DETERIORATED 
LIMESTONE 
REMOVED, 

REPLACED WITH 
NEW DUTCHMAN 
SANDSTONE, TYP.

DETERIORATED SANDSTONE 
REMOVED,  REPLACED WITH  

NEW DUTCHMAN BEREA 
SANDSTONE, TO MATCH, TYP.

ALL METAL (FRAMES, 
GRATES) SHALL BE CLEANED,
REPAINTED TO MATCH 

EXISTING, TYP.

STAIRS, RAILINGS, CLEANED AND PAINTED 
TO MATCH EXISTING, TYP.

REMOVAL OF EXISTING DETERIORATED HARDWOOD SILLS.
REPLACEMENT WITH NEW GRANITE SILLS, PROFILE TO MATCH EXISTING, TYP.

REMOVAL OF DETERIORATED SILLS.
REPLACEMENT WITH HARDWOOD COVERED WITH 
FORMED SHEET METAL (LLC), PAINTED, TYP.
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A202

EXTERIOR
ELEVATIONS

McGeoch Building, LLC

06/11/2019

18-114.01

McGeoch Building
Exterior Renovation

SCALE: 1/4" = 1'-0"A202

2 SOUTH EXTERIOR ELEVATION

SCALE: 1/4" = 1'-0"A202

1 SOUTH EXTERIOR ELEVATION

No. Date Description



1 FIRST FLOOR -
EXISTING

0"

Second Floor
15' - 5"

7 ROOF
87' - 3"

01 LOWER LEVEL -
EXISTING

-3' - 11"

Third Floor
30' - 10"

Fourth Floor
44' - 3"

FIFTH FLOOR
57' - 8"

SIXTH FLOOR
71' - 1"

HATCHING DENOTES 
AREA OF CORNICE 
RENOVATION

BRICK PARAPET, 
NO WORK

3 1/2" CURB

AREAS DENOTE ALLOWABLE AREAS FOR SCAFFOLDING TIE-
BACKS. NOT ALL OF THESE AREAS ARE REQUIRED TO BE 

UTILIZED. THESE AREAS AVOID THE DECORATIVE TERRA COTTA.

DETERIORATED SANDSTONE 
REMOVED,  REPLACED WITH  

NEW DUTCHMAN BEREA 
SANDSTONE, TO MATCH, TYP.

ALL METAL (FRAMES, GRATES) 
SHALL BE CLEANED,
REPAINTED TO MATCH 

EXISTING, TYP.

REMOVAL OF EXISTING DETERIORATED 
HARDWOOD SILLS.

REPLACEMENT WITH NEW GRANITE SILLS, 
PROFILE TO MATCH EXISTING, TYP.

REMOVAL OF DETERIORATED SILLS.
REPLACEMENT WITH HARDWOOD COVERED WITH 

FORMED SHEET METAL (LLC), PAINTED, TYP.

INSULATED GLAZING 
UNITS SHALL BE 

INSPECTED.
REPLACEMENT OF ALL 

IGUs FOUND WITH 
BROKEN SEALS. SHALL 
MATCH EXISTING. TYP.

7 ROOF
87' - 3"

HATCHING DENOTES 
AREA OF CORNICE 

RENOVATION

BRICK PARAPET, 
NO WORK

INSULATED GLAZING UNITS SHALL BE INSPECTED.
REPLACEMENT OF ALL IGUs FOUND WITH BROKEN 

SEALS. SHALL MATCH EXISTING. TYP.

1 FIRST FLOOR -
EXISTING

0"

01 LOWER LEVEL -
EXISTING

-3' - 11"

DETERIORATED 
LIMESTONE 
REMOVED, 

REPLACED WITH 
NEW DUTCHMAN 
SANDSTONE, TYP.

DETERIORATED SANDSTONE 
REMOVED,  REPLACED WITH  

NEW DUTCHMAN BEREA 
SANDSTONE, TO MATCH, TYP.

ALL METAL (FRAMES, 
GRATES) SHALL BE 

CLEANED,

REPAINTED TO MATCH 
EXISTING, TYP.

REMOVAL OF EXISTING DETERIORATED HARDWOOD SILLS.
REPLACEMENT WITH NEW GRANITE SILLS, PROFILE TO 
MATCH EXISTING, TYP.

REMOVAL OF DETERIORATED SILLS.
REPLACEMENT WITH HARDWOOD COVERED WITH 
FORMED SHEET METAL (LLC), PAINTED, TYP.
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A203

EXTERIOR
ELEVATIONS

McGeoch Building, LLC

06/11/2019

18-114.01

McGeoch Building
Exterior Renovation

SCALE: 1/8" = 1'-0"A203

1 EAST EXTERIOR ELEVATION

SCALE: 1/4" = 1'-0"A203

3 EAST EXTERIOR ELEVATION

SCALE: 1/4" = 1'-0"A203

2 EAST EXTERIOR ELEVATION

No. Date Description



SYSTEM: INSTALL ONE PLY 
SELF-ADHERING 

MEMBRANE (GRACE 
ULTRA) OVER T&G WOOD 
DECK. INSTALL 20 GA. 
LEAD COATED COPPER 

(L.C.C.) PANELS  FLAT.

PATCH AND RETAIN 
EXISTING SOLID 
T&G WOOD DECK

F.V. JOINT CONDITIONS.
PROVIDE NEW FORMED 

METAL, MATCH EXISTING. 
PRIME AND PAINT, TYP.

PROVIDE DRIP 
EDGE REINFORCED 
FOR WINDOW 

CLEANER TIE-OFFS.

PATCH CORRODED AREAS OF EXISTING 
SHEET METAL. 
PRIME, PAINT METAL ELEMENTS 

(MODILLION, DENTILS, EGG & DART), 
MATCH EXISTING, TYP.

TUCKPOINT 
EXISTING 
REGLET

T
W

O
 B

R
IC

K
 C

O
U

R
S

E
S

PROVIDE NEW 
REGLET
FOR TWO-

PIECE L.C.C 
FLASHING, 
UNPAINTED. 

2' - 10" F.V.

PROVIDE NEW TWO-PART, 
UNPAINTED, L.C.C. FLASHING  
WATERTIGHT MEMBRANE.

1 3/4" 1"

UNFINISHED 
LLC, HEMMED 
DRIP-EDGE

FIELD VERIFY 
FASTENING OF 

UPPER LIP NEW, 
MOLDED FASCIA 
METAL, PAINTED.
LOWER LIP 

FASTENED AS 
EXISTING, F.V.

NOTE: EXPANSION JOINT BATTENS SHALL BE 30' O.C. MAX
20 OZ METAL FLAT-LOCK SEAMS SYSTEM WITH FULLY-SOLDERED SEAMS.
ONE-PLY RED ROSIN PAPER, TWO PLIES 30# FELT, AND ONE-PLY SELF-ADHERING 

UNDERLAYMENT.
20 OZ. METAL EXPANSION JOINT FLASHING WITH FULLY-SOLDERED SEAMS.
CONTINUOUS BATTEN MECHANICALLY FASTENED 6" O.C.

REMOVE, DISCARD 
ENTIRE LENGTH OF 

EXISTING SHEET METAL 
OVER WOOD DECK.

CUT, REMOVE, 
DISCARD ONLY THE 

DEGRADED PORTIONS 
T&G WOOD DECK.  

REMOVE, 
DISCARD ENTIRE 
LENGTH OF 

FORMED SHEET 
METAL.

REMOVE, DISCARD 
EXISTING 
FLASHING METAL 

AND DRIP EDGING.

WOOD KICKERS REMAIN.  
F.V. INTERIOR CONDITION

CLEAN OUT 
EXISTING REGLET. 

F.V. PITCH AT 1:12

2' - 10" F.V.
SHALL REMAIN 
IN PLACE.

SHEET NO.

PROJECT NO.

DATE

SHEET

telephone |414.271.8899
email | office@uihlein-wilson.com

322 East Michigan Street
Milwaukee, WI 53202

NOT FOR CONSTRUCTION

PROJECT

PRELIMINARY

UIHLEIN/WILSON -
RAMLOW/STEIN ARCHITECTS, INC. 
ALL RIGHTS RESERVED

This document, and the ideas and designs incorporated 
herein, as an instrument of professional service, is the 
sole property of Uihlein/Wilson - Ramlow/Stein 
Architects, Inc., and is not to be used in whole or in part 
for any other project or purpose without the expressed 
written authorization of Uihlein/Wilson - Ramlow/Stein 
Architects, Inc.

OWNERSHIP OF DOCUMENTS

C

REVISIONS

6/
11

/
20

19
 4

:2
3:

13
 P

M
C

:\
R

ev
it

 L
o

ca
l F

ile
s\

18
-1

1
4.

01
 M

cG
eo

ch
 -

C
en

tr
al

_
d

eb
ra

z@
u
ih

le
in

-w
ils

o
n

.c
o

m
.r

vt

A401

BUILDING DETAILS

McGeoch Building, LLC

06/11/2019

18-114.01

McGeoch Building
Exterior Renovation

SCALE: 1" = 1'-0"A401

2 RENOVATED CORNICE GUTTER DETAIL

SCALE: 3" = 1'-0"A401

4 RENOVATED CORNICE EDGE DETAIL

SCALE: 1" = 1'-0"A401

3 EXPANSION BATTEN TYP. DETAIL
SCALE: 1" = 1'-0"A401

1 PARTIAL DEMOLITION OF CORNICE - DETAIL

No. Date Description
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