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191235 

Property 2804 W. KILBOURN AV.     Concordia HD 

Description of work Construct accessibility ramp from 28th Street sidewalk to east entrance. 

Date issued 9/24/2020 PTS ID 114888  COA: windows and masonry 

 
In accordance with the provisions of Section 320-21 (11) and (12) of the Milwaukee Code of Ordinances, the Milwaukee Historic Preservation 

Commission has issued a certificate of appropriateness for the work listed above.  The work was found to be consistent with preservation guidelines.  

The following conditions apply to this certificate of appropriateness: 

 
N/A 
 
All work must be done in a craftsman-like manner, and must be completed within one year of the date this certificate was issued.  Staff must approve 

any changes or additions to this certificate before work begins. Work that is not completed in accordance with this certificate may be subject to 

correction orders or citations.  If you require technical assistance, please contact hpc@milwaukee.gov. 

 

If permits are required, you are responsible for obtaining them from the Milwaukee Development Center.  If you have questions about permit 

requirements, please consult the Development Center’s web site, www.milwaukee.gov/build, or call (414) 286-8210. 

  
_______________________________________________ 

                   City of Milwaukee Historic Preservation Staff 

Copies to: Development Center,  Ald. Robert Bauman, Contractor, Peter Rafalski 

Certificate of Appropriateness 
 

Milwaukee Historic Preservation Commission/200 E. Wells Street/Milwaukee, WI 53202/phone 414-286-5712/fax 414-286-3004 

http://www.milwaukee.gov/build
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SITE NOTES:
1. THIS IS NOT A SURVEY, THIS DRAWING WAS 
COMPLETED FROM INFORMATION COMPILED 
FROM MILWAUKEE COUNTY GIS MAP AND 
ASSUMED TO BE RELIABLE.
2. ALL WORK TO BE DONE BY LICENSED AND 
INSURED CONTRACTORS.
3. CONTRACTOR TO VERIFY ALL SITE 
CONDITIONS PRIOR TO COMENCING WORK.
4. CONTRACTOR TO VERIFY LAYOUT ON SITE 
AND ENSURE COMPLAINCE WITH ALL 
APPLICABLE REGULATIONS, SETBACKS AND 
CODES. DISTANCES SHOWN FROM BUILDING 
TO PROPERTY LINES ARE APPROXIMATE.
5. CONTRACTOR TO MAINTAIN 
CONSTRUCTION MATERIAL STORAGE WITHIN 
THE CONSTRUCTION SITE AT ALL TIMES.
6. CONTRACTOR IS RESPONSIBLE FOR SITE 
SECURITY AT ALL TIMES.
7. ENSURE ROUGH AND FINISH GRADING 
AROUND THE ADDITION SLOPES POSITIVELY 
AWAY FROM HOUSE.
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